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with DNV, the manufacturer may perform inspections and issue the certificates. Certificates 
should include data required by Ch. 8 of EN 13769. 

Each certified bundle to be tested and inspected at periodical intervals according to packing 
instruction P 200. Inspection intervals vary with the type of gas to be carried. 

The manufacturer is obliged to inform DNV of any changes in design and of complaints 
regarding inherent defects or weaknesses of the product. 

Type Approval documentation 

rawmgs, ­D 6 pack b undleIMCP 6 
Drawing no. Revision Drawing no. Revision 
502-1-1 3 524-2-7 1 
502-1-2 4 524-2-8 2 
502-1-3 3 524-2-9 2 
502-1-4 3 524-1-72 0 
502-1-10 2 502-12, sh 1- 3 0 
502-1-11 2 502-3-5 3 
524-2-6 1 

rawmgs, eD 12 packbundllMCP-12 
Drawing no. 
501-1-1 
501-1-2 
501-1-3 
501-1-4 
501-1-10 
501-1-15 
524-2-1 

Revision Drawing no. Revision 
9 524-2-2 4 
3 524-2-3 3 
9 524-2-4 3 
6 524-1-73 0 
4 501-12, sh. 1 - 3 0 
1 501-3-5 4 
5 

Drawmgs, 16 pack b undleIMCP-16 
Drawing no. 
508-1-1 
508-1-2 
508-1-3 
508-1-4 
508-1-10 
508-1-11 
524-2-18 
524-2-19 

Revision Drawing no. Revision 
1 524-2-20 0 
1 524-2-21 0 
1 524-1-74 0 
1 501-12, sh. 1- 3 0 
2 508-3-5 1 
2 501-12-5 0 
-
2 

DNV's Prototype Testing Checklist dated 21.11.2003 
25.11.2003. 



~ 
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Tests carried out 

Prototypes tested according to ADRJRIDIIMDG and EN 13769. 

Marking of product 

Each unit to be marked according to EN 13769 Ch. 6.3 and relevant parts of the applicable 
Transport Regulations. 

History of revisions 

This certificate supersedes certificate number S-3996 issued on 20045-01-26 
Initial issue of S-5543 on 05 January 2009. On 13 January 2009: Re-issued. IMD~~~J 

END OF CERTIFICATE 


